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RCI 21+ 2 DOOR FORD BRONCO MOLLE PANEL
INSTALLATION GUIDE

**This install guide is applicable to our 21+ 2Door Ford Bronco Molle Panel
ONLY**
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ITEM DESCRIPTION QTY.

1 2DR Bronco Molle Inner Mount Passenger 1

2 2DR Bronco Molle Panel Passenger 1

3 2DR Bronco Molle Top Mount Passenger 1

4 KIT: BRONCO MOLLE PANEL HARDWARE 1
4.1 1/4-20 X 7/8 BUTTON SOC CAP BLACK 11
4.2 1/4 SAE FLAT WASHER 19
4.3 1/4-20 KEPS NUT 18-8 S§.S. BLACK 8
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**Use hand tools, impact wrenches may cause damage if over torqued.**

Preparation

1) Begin by unpacking and removing all components and hardware. Please verify
that all hardware, components, and mounting components are present. Please
reference your original order invoice and verify all items are accounted for.

2) Remove the Bronco’s hardtop and roof panels starting with the front of the
vehicle.
a) NOTE: The front section of the RCI roof rack will need to be removed
before removing the hardtop.
b) Reference FORD’s website for hardtop removal instructions. (Bronco Hard
Top Removal And Storage | 2021 Ford Bronco Videos | Ford Owner

Support)

3) Remove the four fender bolts and washers from the vehicle.

Figure #:


https://www.ford.com/support/vehicle/bronco/2021/how-to-videos/video-library/more-vehicle-topics/6262740632001?name=bronco-hard-top-removal-and-storage/
https://www.ford.com/support/vehicle/bronco/2021/how-to-videos/video-library/more-vehicle-topics/6262740632001?name=bronco-hard-top-removal-and-storage/
https://www.ford.com/support/vehicle/bronco/2021/how-to-videos/video-library/more-vehicle-topics/6262740632001?name=bronco-hard-top-removal-and-storage/
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Installation

4) Install the Inner Panel Mount reusing the fender bolts that were removed in step.
Do not over torque the bolts.

a) NOTE: All RCI products are designed and manufactured to minimize any
risk of scratching with installation and use of our products. However, as
this product contacts the vehicle’s paint directly, it is recommended to tape
off the paint between the mount and vehicle body. We’ve found that
electrical and gaffer tape work well to protect the vehicle’s paint. This will
not be seen after the hardtop is reinstalled.
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b) NOTE: All components are side specific (Driver or Passenger), identify the
“2D” or “2P” to ensure parts are being mounted on the correct side of the
vehicle.

Figure 2 Correct Installation of Inner Mount
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5) Repeat step 2 in reverse and reinstall the vehicles hardtop and roof panels.

6) Collect the Bronco Molle Panel and the 2DR Bronco Molle Panel Top Mount
along with four (4) 7-20 Button Head Bolts, four (4) ¥2” Lock Nuts, and eight (8)

4" Black Washers.

7) Loosely install the 2DR Bronco Molle Panel Top Mount to the Bronco Molle Panel
as depicted below.

V4 Washer ] .

=20 Lock Mut —

Suiua AR

sde

(ANl uiuiniuiniuiuy

wlufutututuiutatel WA
o 3

e | )
uiuluin) RAAE

=
L=

S
) ; : a
Ya-20 % T Bolt a

=
-

5

-

]
-

Sululutegs
uinlnue

=
=

-
=1

=
[ =]

=
=

oo
Sococatod v B

Figure 3 Assembly of upper mount

8) ltis easiest to install mobile panel accessories at this point.
9) Rest the Molle Panel on the shelf of the Inner Panel Mount and rest the top mount

against the roof rack side panel.
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10) Collect the Assembled Bronco Molle Panel and the 2DR Bronco Molle Panel Top Mount

along with four (4) 2-20 Button Head Bolts, four (4) 74" Lock Nuts, and eight (8) 4" Black
Washers.

11) Loosely install the Bronco Molle Panel to the Inner Panel Mount as depicted below.
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Figure 4 Correct Installation of Molle Panel to Inner Bracket
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12) On the RCI Roof Rack, remove the 4 button head bolts and washers securing the three
rear most aluminum extrusions to the side panels. Alight the outer slots of the Molle
Panel Top Mount with the slots on the roof rack where the extrusions mount to. Reuse

the ¥2-20 Button Head Bolts and %42” Black Washers to install the Molle Panel top mount
by threading them back into the extrusions.
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Figure 5 Correct Installation of Molle Top Mount on Roof Rack Side Panel

13) Once all hardware is loosely installed, snug down all ¥2-20 Button Head Bolts starting

from the top of the panel assembly and working down. Be careful not to over torque any
of the hardware.
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Figure 6 Final Installation of 4DR Bronco Molle Panel

Enjoy your new RCI Accessory!
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Share your new install with us on social media!

We love seeing our products out in the wild!

www.rcimetalworks.com
sales@rcioffroad.com
970-797-3089

REV: 1] 9/29/2022

Disclaimer: The products seld by RCI Metalwerks are intended for off —read use anly, should not be modified, and are for use only on the vehicle(s) specifical
stated. RCI Metalworks makes no warranties express or implied, including of fitness for a particular purpose of merchantability. RCI Metalworks will nat be li
for any damages arising out of the use or misuse of its products. It 1s the customers' responsibility to ensure the products are safely and properly attached te
vehicle, and all products should be installed by trained professionals. We strive to maintain extremely high guality standards; however, all RCI Metalworks
products are individually handcrafted, may vary slightly, and may contain minor imperfections. Due to the nature of raw aluminum, the material may have
scratches and other blemishes caused by the manufacturing process, especially on the back side of product. RCI Metalworks is constantly seeking to improw
products and reserves the right to make changes to any product.
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