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RCI 21+ Bronco- BRAKE LIGHT RELOCATION BRACKET 

INSTALLATION GUIDE 

 

 

INSTALLATION STEPS: 

  

1) Begin by unpacking and removing all components and hardware. Please verify that all 

hardware, components, and mounting components are present. Please reference your 

original order invoice and verify that all items are accounted for.  

 

2) Remove the spare tire from the rear of the vehicle to access the 3rd brake light.  
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3) Remove the four (4) T30 torx screws securing the factory 3rd brake light. Set these aside 

for later installation. 

 

Figure 1 OEM Torx Screw Location 

4) Collect the RCI Brake Light Relocation Bracket, and all included hardware.  

 

5) Loosely fasten the bracket to the vehicle behind the original mounting locations. 

Visuals are depicted in figure 2.  

 

Figure 2 Correct Installation 
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                  Figure 3 Mounting Hardware Orientation 

6) Reinstall the 3rd brake light with the new mounting locations on the bracket. Reuse the 

original torx bit screws to secure the light to the bracket.  

 

Figure 4 Final Installation Depiction 
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7) NOTE: The relocation bracket can also be installed on the opposite side of the original 

mounting location if desired. This will require minor trimming of the brake light housing 

assembly for a flush fit.  

 

Figure 5 

 

Figure 6 Alternative Installation of Bracket 
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8) Congratulations! Installation of your new RCI Ford Bronco Brake Light Relocation 

Bracket is now complete! 

 

 

 

 

 

 

 

 

Share your new install with us on social media!  

We love seeing our products out in the wild!  
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Disclaimer: The products sold by RCI Metalworks are intended for off –road use only, should not be modified, and are for use only on the vehicle(s) specifically 
stated. RCI Metalworks makes no warranties express or implied, including of fitness for a particular purpose or merchantability. RCI Metalworks will not be liable for 
any damages arising out of the use or misuse of its products. It is the customers' responsibility to ensure the products are safely and properly attached to the 
vehicle, and all products should be installed by trained professionals. We strive to maintain extremely high quality standards; however, all RCI Metalworks products 
are individually handcrafted, may vary slightly, and may contain minor imperfections. Due to the nature of raw aluminum, the material may have minor scratches 
and other blemishes caused by the manufacturing process, especially on the back side of product.  RCI Metalworks is constantly seeking to improve its products and 
reserves the right to make changes to any product. 
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